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Gulfcrown                
EP Grease

343307 2 Lithium Dark Amber
NLGI
LB

General-Purpose, 
Chassis, Roller & Sleeve 

Bearings, Machinery

Drum, Keg, Pail, 14oz 
Cartridge

Gulf Super Duty      
EP Grease

344011

344012

1

2

Lithium Complex Red
NLGI

GC-LB

Hi-Temp., Disk Brake 
Wheel Bearings, Anti-

Rust and Corrosion, Ball 
and Roller Bearings

Drum, Keg, Pail, 14oz 
Cartridge

GulfELITE 
HT Red

344014

344015

1

2

Lithium Complex Red
NLGI

GC-LB

High-Temp., 
80lbs.Timken Load,   

Trucking, Pellet Mills, 
Agriculture, Industrial, 
Mining, Construction

Drum, Keg, Pail, 14oz 
Cartridge

Gulflex 3% Moly EP 
Grease

343013 2
Lithium Complex, 

3% Moly
Gray/Black

Off-Road HD Equipment, 
Mining, Logging, 

Construction

Drum, Keg, Pail, 14oz 
Cartridge

Gulflex 5% Moly      
EP Grease

343017 2
Lithium Complex, 

5% Moly
Gray/Black

Off-Road Construction, 
Mining, Logging

Drum, Keg, Pail, 14oz 
Cartridge

Product Name
Gulfcrown EP2

Grease
Gulf Super Duty 

EP1 Grease
Gulf Super Duty 

EP2 Grease
GulfELITE HT 

Red #1
GulfELITE HT 

Red #2
Gulflex 3% Moly 

EP2 Grease
Gulflex 5% Moly 

EP2 Grease

Thickener Type Lithium 12-OH
Lithium 

Complex
Lithium 

Complex
Lithium 

Complex
Lithium 

Complex
Lithium 

Complex
Lithium 

Complex

NLGI Grade 2 1 2 1 2 2 2

Dropping Point, °F (ASTM D-217) 380 500 525 500 525 550 525

Base Oil Vis. cSt 40°C 180 195 195 450 450 345 350

Timken OK Load, lbs. 45 60 70 80 80 50 60

Four Ball EP Weld Point, Kg 250 400 500 500 500 500 620

Four Ball Wear Test, mm 0.52 0.50 0.50 0.45 0.45 0.45 0.45

Water Washout, wt% loss at 175°F,
10% max loss (ASTM D-1264) 3.5 5.0 3.0 5.0 2.0 3.0 2.0

Rust and Corrosion (ASTM D-1743) Pass Pass Pass Pass Pass Pass Pass


